STAR S8
STAR 10

The Haulotte®
advantages

* Full electric drive with the ability
to drive at full height

* Proportional controls provide
for smooth and progressive
movements

e Narrow turning radius for better
accessibility

e Increased safety with 3° slope
sensor and pot hole protection

¢ The positive/negative jib offers
more flexibility throughout the
working envelope

¢ 2.8 mph (4.5 km/h) travel speed

* 25% gradeability

e Low total weight for easier
transport and greater

arraccahility
accessachity

* Ergonomic and spacious cage

design SPECIFICATIONS

¢ Robust, reliable and easy to :
peee-fup Star 8 Star 10
Working Height 8.7m 28 ft 10m 32ft2in
STANDARD Platform Height 6.7 m 22 ft 8m 26 ft 2 in
FEATURES Horizontal Outreach 3m 9ft8in 3m 9ft8in s
« 24V Electricmotor Platform Capacity 230 kg 507 Ib 230 kg 507 Ib ,5
: ;3‘;;1%48;2‘;;;’Eﬂgfggftter'e-" O Length 2.60m 8 ft5in 2.60m 8t 5in §
§ ga?ﬁrylcharge indicator O Width 0.99 m 3ft2in 0.99 m 3ft2in ]
e 3° tilt alarm °
* 2 drive speed ® Stowed Height 1.99m 6 ft5in 1.99m 6 ft5in 3
e 2 wheel dri E
« Non marking tyres ® Wheel base 12m 4ft 12m 4 ft
e Brake release system . . 2
« Hourmeter Ground Clearance 11 cm 4 1/3in 11lcm 41/3 in §
e Horn in cage Platform size 09x0.7m |35inx28in |09x0.7m|35inx28in| %
e Emergency stop buttons at cage &
and ground Tailswing 0 0 0 0 g
e 2 Control stations, and d , 3
N maer eyt v leeci Drive speed 1-4.5km/h|0.6-2.8 mph | 1-45km/h|0.6-2.8mph| <
Outside turning radius 1.7m 5ft6in 1.7m 5ft6in §
A%E-II;IS%IEI)% I%S Turntable rotation 360° 360° &
Traction batteries 24V (2 x 12 V) /240 AH 24V (2 x 12 V) /240 AH §
e Centralised battery filling Gradeability 259% 25% 8
* Flashing beacon ‘ g
e Safety harness anchor points Tilt alarm ‘ 35 3° i
e Motion alarm |
* 220V line to cage Non marking tyres | 10x16x10.5 10x16x10.5 N
e Airli \‘3
sl o C€ Weight 2380kg | 52501b | 2440kg | 53801b | ¥
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A division of FORCE CORP
FREECALL: 1800 674 777



